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14 Tutte le misure sono in mm. • All measurements are in mm.

PRESSACAVI IN PLASTICA
PLASTIC CABLE GLANDS

Pressacavo sati block - M
Cable gland sati block - M
In poliammide.
Con filettatura metrica EN 60423 / IEC 423.
Temperatura di impiego da - 30° C a + 80° C.
Autoestinguente classe V2 (UL 94).
Guarnizione in termoplastico vulcanizzato.

In polyamide.
With EN 60423 / IEC 423 metric thread.
With working temperature from - 30° C to + 80° C.
Self-extinguishing class V2 (UL 94).
Vulcanised thermoplastic seal.

Filettatura AG
AG Thread

Codice
Code

Conf. Pz.
Pack. pcs.

Colore: grigio chiaro RAL 7035 *M 12 x 1,5 4411112 50

Colour: light gray RAL 7035 *M 16 x 1,5 4411116 50

*M 20 x 1,5 4411120 50

*M 25 x 1,5 4411125 50

*M 32 x 1,5 4411132 25

*M 40 x 1,5 4411140 10

*M 50 x 1,5 4411150 5

*M 63 x 1,5 4411163 5

Colore: grigio scuro RAL 7001 *M 12 x 1,5 4412112 50

Colour: dark gray RAL 7001 *M 16 x 1,5 4412116 50

*M 20 x 1,5 4412120 50

*M 25 x 1,5 4412125 50

*M 32 x 1,5 4412132 25

*M 40 x 1,5 4412140 10

*M 50 x 1,5 4412150 5

*M 63 x 1,5 4412163 5

Colore: nero RAL 9005 *M 12 x 1,5 4413112 50

Colour: black RAL 9005 *M 16 x 1,5 4413116 50

*M 20 x 1,5 4413120 50

*M 25 x 1,5 4413125 50

*M 32 x 1,5 4413132 25

*M 40 x 1,5 4413140 10

*M 50 x 1,5 4413150 5

*M 63 x 1,5 4413163 5

AG
Foro di fissaggio

Fixing hole H GL

M 12 x 1,5 12,5 24 08 15 03 - 06,5

M 16 x 1,5 16,5 29 10 22 05 - 10,0

M 20 x 1,5 20,5 29 10 24 06 - 12,0

M 25 x 1,5 25,5 38 10 33 13 - 18,0

M 32 x 1,5 32,5 41 10 42 18 - 25,0

M 40 x 1,5 40,5 51 10 53 22 - 32,0

M 50 x 1,5 50,5 53 18 60 30 - 38,0

M 63 x 1,5 63,5 55 18 65 34 - 44,0

Pressacavi serie sati block / Cable glands sati block

RAL 9005RAL 7001RAL 7035

(*)
5 bar x 1 ora



15Tutte le misure sono in mm. • All measurements are in mm.

PRESSACAVI IN PLASTICA
PLASTIC CABLE GLANDS

Pressacavo sati block con filettatura lunga - M
Long cable gland sati block - M
In poliammide.
Con filettatura metrica EN 60423 / IEC 423.
Temperatura di impiego da - 30° C a + 80° C.
Autoestinguente classe V2 (UL 94).
Guarnizione in termoplastico vulcanizzato.

In polyamide.
With EN 60423 / IEC 423 metric thread.
With working temperature from - 30° C to + 80° C.
Self-extinguishing class V2 (UL 94).
Vulcanised thermoplastic seal.

Filettatura AG
AG Thread

Codice
Code

Conf. Pz.
Pack. pcs.

Colore: grigio chiaro RAL 7035 M 16 x 1,5 4411216 50

Colour: light gray RAL 7035 M 20 x 1,5 4411220 50

M 25 x 1,5 4411225 50

M 32 x 1,5 4411232 20

M 40 x 1,5 4411240 10

Colore: grigio scuro RAL 7001 M 16 x 1,5 4412216 50

Colour: dark gray RAL 7001 M 20 x 1,5 4412220 50

M 25 x 1,5 4412225 50

M 32 x 1,5 4412232 20

M 40 x 1,5 4412240 10

Colore: nero RAL 9005 M 16 x 1,5 4413216 50

Colour: black RAL 9005 M 20 x 1,5 4413220 50

M 25 x 1,5 4413225 50

M 32 x 1,5 4413232 20

M 40 x 1,5 4413240 10

AG
Foro di fissaggio

Fixing hole H GL

M 16 x 1,5 16,5 29 15 22 05 - 10

M 20 x 1,5 20,5 29 15 24 06 - 12

M 25 x 1,5 25,5 38 15 33 13 - 18

M 32 x 1,5 32,5 41 18 42 18 - 25

M 40 x 1,5 40,5 51 18 53 22 - 32

Pressacavi serie sati block / Cable glands sati block

RAL 9005RAL 7001RAL 70355 bar x 1 ora



16 Tutte le misure sono in mm. • All measurements are in mm.

PRESSACAVI IN PLASTICA
PLASTIC CABLE GLANDS

Filettatura AG
AG Thread

Codice
Code

Conf. Pz.
Pack. pcs.

Colore: grigio chiaro RAL 7035 Pg 07,0 4414107 50

Colour: light gray RAL 7035 Pg 09,0 4414109 50

Pg 11,0 4414111 50

Pg 13,5 4414113 50

Pg 16,0 4414116 50

Pg 21,0 4414121 50

Pg 29,0 4414129 25

Pg 36,0 4414136 10

Pg 42,0 4414142 5

Pg 48,0 4414148 5

Colore: grigio scuro RAL 7001 Pg 07,0 4415107 50

Colour: dark gray RAL 7001 Pg 09,0 4415109 50

Pg 11,0 4415111 50

Pg 13,5 4415113 50

Pg 16,0 4415116 50

Pg 21,0 4415121 50

Pg 29,0 4415129 25

Pg 36,0 4415136 10

Pg 42,0 4415142 5

Pg 48,0 4415148 5

Colore: nero RAL 9005 Pg 07,0 4416107 50

Colour: black RAL 9005 Pg 09,0 4416109 50

Pg 11,0 4416111 50

Pg 13,5 4416113 50

Pg 16,0 4416116 50

Pg 21,0 4416121 50

Pg 29,0 4416129 25

Pg 36,0 4416136 10

Pg 42,0 4416142 5

Pg 48,0 4416148 5

Pressacavo sati block - PG
Cable gland sati block - PG
In poliammide.
Con filettatura PG DIN 40430.
Temperatura di impiego da - 30° C a + 80° C.
Autoestinguente classe V2 (UL 94).
Guarnizione in termoplastico vulcanizzato.

In polyamide.
With PG DIN 40430 thread.
With working temperature from - 30° C to + 80° C.
Self-extinguishing class V2 (UL 94).
Vulcanised thermoplastic seal.

AG
Foro di fissaggio

Fixing hole H GL

Pg 07,0 13,5 24 08 15 03 - 06,5

Pg 09,0 15,7 28 08 19 04 - 08,0

Pg 11,0 19,1 29 08 22 05 - 10,0

Pg 13,5 20,9 29 09 24 06 - 12,0

Pg 16,0 23,0 33 09 27 10 - 14,0

Pg 21,0 28,8 38 11 33 13 - 18,0

Pg 29,0 37,5 41 11 42 18 - 25,0

Pg 36,0 47,5 51 13 53 22 - 32,0

Pg 42,0 54,5 53 13 60 30 - 38,0

Pg 48,0 59,8 55 14 65 34 - 44,0

Pressacavi serie sati block / Cable glands sati block

RAL 9005RAL 7001RAL 70355 bar x 1 ora



17Tutte le misure sono in mm. • All measurements are in mm.

PRESSACAVI IN PLASTICA
PLASTIC CABLE GLANDS

Pressacavo sati block con riduzione del campo 
di serraggio - M
Reduced cable gland sati block - M
In poliammide.
Con filettatura metrica EN 60423 / IEC 423.
Temperatura di impiego da - 30° C a + 80° C.
Autoestinguente classe V2 (UL 94).
Guarnizione in termoplastico vulcanizzato.

In polyamide.
With EN 60423 / IEC 423 metric thread.
With working temperature from - 30° C to + 80° C.
Self-extinguishing class V2 (UL 94).
Vulcanised thermoplastic seal.

Filettatura AG
AG Thread

Codice
Code

Conf. Pz.
Pack. pcs.

Colore: grigio chiaro RAL 7035 (2) M 25 x 1,5 4411725 50

Colour: light gray RAL 7035 (1) M 25 x 1,5 4411726 50
(2) M 32 x 1,5 4411732 20
(2) M 40 x 1,5 4411740 10

Colore: grigio scuro RAL 7001 (2) M 25 x 1,5 4412725 50

Colour: dark gray RAL 7001 (1) M 25 x 1,5 4412726 50
(2) M 32 x 1,5 4412732 20
(2) M 40 x 1,5 4412740 10

Colore: nero RAL 9005 (2) M 25 x 1,5 4413725 50

Colour: black RAL 9005 (1) M 25 x 1,5 4413726 50
(2) M 32 x 1,5 4413732 20
(2) M 40 x 1,5 4413740 10

AG
Foro di fissaggio

Fixing hole H GL

(1) M 25 x 1,5 25,5 32 10 29 04 - 10
(2) M 25 x 1,5 25,5 35 10 29 11 - 17
(1) M 32 x 1,5 32,5 40 10 36 15 - 21
(1) M 40 x 1,5 40,5 43 10 46 19 - 28

Pressacavi serie sati block / Cable glands sati block

RAL 9005RAL 7001RAL 70355 bar x 1 ora



18 Tutte le misure sono in mm. • All measurements are in mm.

PRESSACAVI IN PLASTICA
PLASTIC CABLE GLANDS

Pressacavo sati block con spirale - M
Spiral cable gland sati block - M
In poliammide.
Con filettatura metrica EN 60423 / IEC 423.
Temperatura di impiego da - 30° C a + 80° C.
Autoestinguente classe V2 (UL 94).
Guarnizione in termoplastico vulcanizzato.

In polyamide.
With EN 60423 / IEC 423 metric thread.
With working temperature from - 30° C to + 80° C.
Self-extinguishing class V2 (UL 94).
Vulcanised thermoplastic seal.

Filettatura AG
AG Thread

Codice
Code

Conf. Pz.
Pack. pcs.

Colore: grigio chiaro RAL 7035 *M 12 x 1,5 4411912 50

Colour: light gray RAL 7035 *M 16 x 1,5 4411916 50

*M 20 x 1,5 4411920 50

*M 25 x 1,5 4411925 50

Colore: grigio scuro RAL 7001 *M 12 x 1,5 4412912 50

Colour: dark gray RAL 7001 *M 16 x 1,5 4412916 50

*M 20 x 1,5 4412920 50

*M 25 x 1,5 4412925 50

Colore: nero RAL 9005 *M 12 x 1,5 4413912 50

Colour: black RAL 9005 *M 16 x 1,5 4413916 50

*M 20 x 1,5 4413920 50

*M 25 x 1,5 4413925 50

AG
Foro di fissaggio

Fixing hole H GL

M 12 x 1,5 12,5 057 08 15 03 - 06,5

M 16 x 1,5 16,5 081 10 22 05 - 10,0

M 20 x 1,5 20,5 089 10 24 06 - 12,0

M 25 x 1,5 25,5 124 10 33 13 - 18,0

Pressacavo sati block con filettatura lunga e 
spirale - M
Long spiral cable gland sati block - M
In poliammide.
Con filettatura metrica EN 60423 / IEC 423.
Temperatura di impiego da - 30° C a + 80° C.
Autoestinguente classe V2 (UL 94).
Guarnizione in termoplastico vulcanizzato.

In polyamide.
With EN 60423 / IEC 423 metric thread.
With working temperature from - 30° C to + 80° C.
Self-extinguishing class V2 (UL 94).
Vulcanised thermoplastic seal.

AG
Foro di fissaggio

Fixing hole H GL

M 16 x 1,5 16,5 81 15 22 05 - 10

M 20 x 1,5 20,5 89 15 24 06 - 12

M 25 x 1,5 25,5 124 15 33 13 - 18

Filettatura AG
AG Thread

Codice
Code

Conf. Pz.
Pack. pcs.

Colore: grigio chiaro RAL 7035 M 16 x 1,5 4411016 50

Colour: light gray RAL 7035 M 20 x 1,5 4411020 50

M 25 x 1,5 4411025 50

Colore: grigio scuro RAL 7001 M 16 x 1,5 4412016 50

Colour: dark gray RAL 7001 M 20 x 1,5 4412020 50

M 25 x 1,5 4412025 50

Colore: nero RAL 9005 M 16 x 1,5 4413016 50

Colour: black RAL 9005 M 20 x 1,5 4413020 50

M 25 x 1,5 4413025 50

Pressacavi serie sati block / Cable glands sati block

RAL 9005

RAL 9005

RAL 7001

RAL 7001

RAL 7035

RAL 7035

(*)
5 bar x 1 ora

5 bar x 1 ora



19Tutte le misure sono in mm. • All measurements are in mm.

PRESSACAVI IN PLASTICA
PLASTIC CABLE GLANDS

Filettatura AG
AG Thread

Codice
Code

Conf. Pz.
Pack. pcs.

Colore: grigio chiaro RAL 7035 Pg 07,0 4414907 50

Colour: light gray RAL 7035 Pg 09,0 4414909 50

Pg 11,0 4414911 50

Pg 13,5 4414913 50

Pg 16,0 4414916 50

Pg 21,0 4414921 50

Colore: grigio scuro RAL 7001 Pg 07,0 4415907 50

Colour: dark gray RAL 7001 Pg 09,0 4415909 50

Pg 11,0 4415911 50

Pg 13,5 4415913 50

Pg 16,0 4415916 50

Pg 21,0 4415921 50

Colore: nero RAL 9005 Pg 07,0 4416907 50

Colour: black RAL 9005 Pg 09,0 4416909 50

Pg 11,0 4416911 50

Pg 13,5 4416913 50

Pg 16,0 4416916 50

Pg 21,0 4416921 50

Pressacavo sati block con spirale - PG
Spiral cable gland sati block - PG
In poliammide.
Con filettatura PG DIN 40430.
Temperatura di impiego da - 30° C a + 80° C.
Autoestinguente classe V2 (UL 94).
Guarnizione in termoplastico vulcanizzato.

In polyamide.
With PG DIN 40430 thread.
With working temperature from - 30° C to + 80° C.
Self-extinguishing class V2 (UL 94).
Vulcanised thermoplastic seal.

AG
Foro di fissaggio

Fixing hole H GL

Pg 07,0 13,5 057 08 15 03 - 06,5

Pg 09,0 15,7 070 08 19 04 - 08,0

Pg 11,0 19,1 081 08 22 05 - 10,0

Pg 13,5 20,9 089 09 24 06 - 12,0

Pg 16,0 23,0 107 09 27 10 - 14,0

Pg 21,0 28,8 124 11 33 13 - 18,0

Pressacavi serie sati block / Cable glands sati block

RAL 9005RAL 7001RAL 70355 bar x 1 ora



20 Tutte le misure sono in mm. • All measurements are in mm.

PRESSACAVI IN PLASTICA
PLASTIC CABLE GLANDS

Filettatura AG
AG Thread

Codice
Code

Conf. Pz.
Pack. pcs.

Colore: grigio chiaro RAL 7035 Pg 07,0 4414607 50

Colour: light gray RAL 7035 Pg 09,0 4414609 50

Pg 11,0 4414611 50

Pg 13,5 4414613 50

Pg 16,0 4414616 50

Pg 21,0 4414621 50

Pg 29,0 4414629 25

Pg 36,0 4414636 10

Colore: grigio scuro RAL 7001 Pg 07,0 4415607 50

Colour: dark gray RAL 7001 Pg 09,0 4415609 50

Pg 11,0 4415611 50

Pg 13,5 4415613 50

Pg 16,0 4415616 50

Pg 21,0 4415621 50

Pg 29,0 4415629 25

Pg 36,0 4415636 10

Colore: nero RAL 9005 Pg 07,0 4416607 50

Colour: black RAL 9005 Pg 09,0 4416609 50

Pg 11,0 4416611 50

Pg 13,5 4416613 50

Pg 16,0 4416616 50

Pg 21,0 4416621 50

Pg 29,0 4416629 25

Pg 36,0 4416636 10

Pressacavo - PG
Cable gland - PG
In poliammide.
Con filettatura PG DIN 40430.
Completo di guarnizione interna.
Temperatura di impiego da - 30° C a + 80° C.
Autoestinguente classe V2 (UL 94).
Grado di protezione IP 54, elevabile a IP 65 con
l’O-RING di tenuta.
Guarnizione in termoplastico vulcanizzato.

In polyamide.
With PG DIN 40430 thread.
Complete with inner seal.
With working temperature from - 30° C to + 80° C.
Self-extinguishing class V2 (UL 94).
IP 54 protection grade, which can be raised to
IP 65 with the sealing O-RING.
Vulcanised thermoplastic seal.

AG
Foro di fissaggio

Fixing hole H GL

Pg 07,0 13,5 21 08 15 03,5 - 06

Pg 09,0 15,7 22 08 19 04,5 - 07

Pg 11,0 19,1 22 08 22 06,0 - 09

Pg 13,5 20,5 26 09 24 09,0 - 12

Pg 16,0 23,0 28 10 27 11,0 - 14

Pg 21,0 28,8 32 11 33 14,0 - 18

Pg 29,0 37,5 35 11 42 18,0 - 25

Pg 36,0 47,5 39 13 53 25,0 - 32

Pressacavi / Cable glands

RAL 9005RAL 7001RAL 7035



21Tutte le misure sono in mm. • All measurements are in mm.

PRESSACAVI IN PLASTICA
PLASTIC CABLE GLANDS

Tappi sati block / Plugs sati block

Tappo filettato sati block - M
Threaded plug sati block - M
In poliammide.
Con filettatura metrica EN 60423 / IEC 423.
Con testa tonda ed intaglio.
Temperatura di impiego da - 30° C a + 80° C.
Autoestinguente classe V2 (UL 94).

In polyamide.
With EN 60423 / IEC 423 metric thread.
With round head, notched.
With working temperature from - 30° C to + 80° C.
Self-extinguishing class V2 (UL 94).

Filettatura AG
AG Thread

Codice
Code

Conf. Pz.
Pack. pcs.

Colore: grigio chiaro RAL 7035 M 12 x 1,5 4411312 100

Colour: light gray RAL 7035 M 16 x 1,5 4411316 100

M 20 x 1,5 4411320 100

M 25 x 1,5 4411325 100

M 32 x 1,5 4411332 50

M 40 x 1,5 4411340 25

Colore: grigio scuro RAL 7001 M 12 x 1,5 4412312 100

Colour: dark gray RAL 7001 M 16 x 1,5 4412316 100

M 20 x 1,5 4412320 100

M 25 x 1,5 4412325 100

M 32 x 1,5 4412332 50

M 40 x 1,5 4412340 25

Colore: nero RAL 9005 M 12 x 1,5 4413312 100

Colour: black RAL 9005 M 16 x 1,5 4413316 100

M 20 x 1,5 4413320 100

M 25 x 1,5 4413325 100

M 32 x 1,5 4413332 50

M 40 x 1,5 4413340 25

AG H GL D

M 12 x 1,5 08,5 06 15

M 16 x 1,5 10,0 07 20

M 20 x 1,5 10,0 07 24

M 25 x 1,5 14,0 10 30

M 32 x 1,5 14,0 10 37

M 40 x 1,5 15,0 10 48

RAL 9005RAL 7001RAL 7035



22 Tutte le misure sono in mm. • All measurements are in mm.

PRESSACAVI IN PLASTICA
PLASTIC CABLE GLANDS

Tappi sati block / Plugs sati block

Filettatura AG
AG Thread

Codice
Code

Conf. Pz.
Pack. pcs.

Colore: grigio chiaro RAL 7035 Pg 07,0 4414307 100

Colour: light gray RAL 7035 Pg 09,0 4414309 100

Pg 11,0 4414311 100

Pg 13,5 4414313 100

Pg 16,0 4414316 100

Pg 21,0 4414321 100

Pg 29,0 4414329 50

Pg 36,0 4414336 25

Colore: grigio scuro RAL 7001 Pg 07,0 4415307 100

Colour: dark gray RAL 7001 Pg 09,0 4415309 100

Pg 11,0 4415311 100

Pg 13,5 4415313 100

Pg 16,0 4415316 100

Pg 21,0 4415321 100

Pg 29,0 4415329 50

Pg 36,0 4415336 25

Colore: nero RAL 9005 Pg 07,0 4416307 100

Colour: black RAL 9005 Pg 09,0 4416309 100

Pg 11,0 4416311 100

Pg 13,5 4416313 100

Pg 16,0 4416316 100

Pg 21,0 4416321 100

Pg 29,0 4416329 50

Pg 36,0 4416336 25

Tappo filettato sati block - PG
Threaded plug sati block - PG
In poliammide.
Con filettatura PG DIN 40430.
Con testa tonda ed intaglio.
Temperatura di impiego da - 30° C a + 80° C.
Autoestinguente classe V2 (UL 94).

In polyamide.
With PG DIN 40430 thread.
With round head, notched.
With working temperature from - 30° C to + 80° C.
Self-extinguishing class V2 (UL 94).

AG H GL D

Pg 07,0 08,0 06 15

Pg 09,0 09,0 06 19

Pg 11,0 09,0 06 22

Pg 13,5 08,5 06 25

Pg 16,0 08,5 06 27

Pg 21,0 12,0 08 33

Pg 29,0 12,0 08 44

Pg 36,0 15,0 10 55

RAL 9005RAL 7001RAL 7035



23Tutte le misure sono in mm. • All measurements are in mm.

PRESSACAVI IN PLASTICA
PLASTIC CABLE GLANDS

Controdadi sati block / Lock nuts sati block

Controdado esagonale sati block - M
Hexagonal lock nut sati block - M
In poliammide rinforzata fibra di vetro.
Con filettatura metrica EN 60423 / IEC 423.
Temperatura di impiego da - 30° C a + 80° C.
Autoestinguente classe V2 (UL 94).

In polyamide glass fibre reinforced.
With EN 60423 / IEC 423 metric thread.
With working temperature from - 30° C to + 80° C.
Self-extinguishing class V2 (UL 94).

Filettatura AG
AG Thread

Codice
Code

Conf. Pz.
Pack. pcs.

Colore: grigio chiaro RAL 7035 M 12 x 1,5 4411412 100

Colour: light gray RAL 7035 M 16 x 1,5 4411416 100

M 20 x 1,5 4411420 100

M 25 x 1,5 4411425 100

M 32 x 1,5 4411432 50

M 40 x 1,5 4411440 25

M 50 x 1,5 4411450 25

M 63 x 1,5 4411463 25

Colore: grigio scuro RAL 7001 M 12 x 1,5 4412412 100

Colour: dark gray RAL 7001 M 16 x 1,5 4412416 100

M 20 x 1,5 4412420 100

M 25 x 1,5 4412425 100

M 32 x 1,5 4412432 50

M 40 x 1,5 4412440 25

M 50 x 1,5 4412450 25

M 63 x 1,5 4412463 25

Colore: nero RAL 9005 M 12 x 1,5 4413412 100

Colour: black RAL 9005 M 16 x 1,5 4413416 100

M 20 x 1,5 4413420 100

M 25 x 1,5 4413425 100

M 32 x 1,5 4413432 50

M 40 x 1,5 4413440 25

M 50 x 1,5 4413450 25

M 63 x 1,5 4413463 25

AG H

M 12 x 1,5 5 18

M 16 x 1,5 5 22

M 20 x 1,5 6 26

M 25 x 1,5 6 32

M 32 x 1,5 7 41

M 40 x 1,5 7 50

M 50 x 1,5 8 60

M 63 x 1,5 8 75

RAL 9005RAL 7001RAL 7035



24 Tutte le misure sono in mm. • All measurements are in mm.

PRESSACAVI IN PLASTICA
PLASTIC CABLE GLANDS

Controdadi sati block / Lock nuts sati block

Controdado esagonale sati block - PG
Hexagonal lock nut sati block - PG
In poliammide rinforzata fibra di vetro.
Con filettatura PG DIN 40430.
Temperatura di impiego da - 30° C a + 80° C.
Autoestinguente classe V2 (UL 94).

In polyamide glass fibre reinforced.
With PG DIN 40430 thread.
With working temperature from - 30° C to + 80° C.
Self-extinguishing class V2 (UL 94).

Filettatura AG
AG Thread

Codice
Code

Conf. Pz.
Pack. pcs.

Colore: grigio chiaro RAL 7035 Pg 07,0 4414407 100

Colour: light gray RAL 7035 Pg 09,0 4414409 100

Pg 11,0 4414411 100

Pg 13,5 4414413 100

Pg 16,0 4414416 100

Pg 21,0 4414421 100

Pg 29,0 4414429 50

Pg 36,0 4414436 25

Pg 42,0 4414442 25

Pg 48,0 4414448 25

Colore: grigio scuro RAL 7001 Pg 07,0 4415407 100

Colour: dark gray RAL 7001 Pg 09,0 4415409 100

Pg 11,0 4415411 100

Pg 13,5 4415413 100

Pg 16,0 4415416 100

Pg 21,0 4415421 100

Pg 29,0 4415429 50

Pg 36,0 4415436 25

Pg 42,0 4415442 25

Pg 48,0 4415448 25

Colore: nero RAL 9005 Pg 07,0 4416407 100

Colour: black RAL 9005 Pg 09,0 4416409 100

Pg 11,0 4416411 100

Pg 13,5 4416413 100

Pg 16,0 4416416 100

Pg 21,0 4416421 100

Pg 29,0 4416429 50

Pg 36,0 4416436 25

Pg 42,0 4416442 25

Pg 48,0 4416448 25

AG H

Pg 07,0 5 19

Pg 09,0 5 22

Pg 11,0 5 24

Pg 13,5 6 27

Pg 16,0 6 30

Pg 21,0 7 36

Pg 29,0 7 46

Pg 36,0 8 60

Pg 42,0 8 65

Pg 48,0 8 70

RAL 9005RAL 7001RAL 7035



25Tutte le misure sono in mm. • All measurements are in mm.

PRESSACAVI IN PLASTICA
PLASTIC CABLE GLANDS

Guarnizioni sati block / Gaskets sati block

O - Ring - M
O - Ring - M
In NBR.
Temperatura di impiego da - 30° C a + 100° C.

In NBR.
With working temperature from - 30° C to + 100° C.

Filettatura AG
AG Thread

Codice
Code

Conf. Pz.
Pack. pcs.

M 12 x 1,5 4433112 100

M 16 x 1,5 4433116 100

M 20 x 1,5 4433120 100

M 25 x 1,5 4433125 100

M 32 x 1,5 4433132 100

M 40 x 1,5 4433140 100

M 50 x 1,5 4433150 100

M 63 x 1,5 4433163 100

O - Ring - PG
O - Ring - PG
In NBR.
Temperatura di impiego da - 30° C a + 100° C.

In NBR.
With working temperature from - 30° C to + 100° C.

Filettatura AG
AG Thread

Codice
Code

Conf. Pz.
Pack. pcs.

Pg 07,0 4436107 100

Pg 09,0 4436109 100

Pg 11,0 4436111 100

Pg 13,5 4436113 100

Pg 16,0 4436116 100

Pg 21,0 4436121 100

Pg 29,0 4436129 100

Pg 36,0 4436136 100

Pg 42,0 4436142 100

Pg 48,0 4436148 100



26 Tutte le misure sono in mm. • All measurements are in mm.

PRESSACAVI IN PLASTICA
PLASTIC CABLE GLANDS

Guarnizioni sati block / Gaskets sati block

Guarnizione chiusa sati block - M
(per pressacavi sati block)
Closed gasket sati block - M
(for cable gland sati block)
In termoplastico vulcanizzato.

In thermoplastic vulcanizate.

Filettatura
Thread

Codice
Code

Conf. Pz.
Pack. pcs.

M 12 4433212 100

M 16 4433216 100

M 20 4433220 100

M 25 4433225 100

M 32 4433232 100

M 40 4433240 100

M 50 4433250 100

M 63 4433263 100

Guarnizione chiusa sati block - PG
(per pressacavi sati block)
Closed gasket sati block - PG
(for cable gland sati block)
In termoplastico vulcanizzato.

In thermoplastic vulcanizate.

Filettatura
Thread

Codice
Code

Conf. Pz.
Pack. pcs.

Pg 07,0 4433212 100

Pg 09,0 4436209 100

Pg 11,0 4433216 100

Pg 13,5 4433220 100

Pg 16,0 4436216 100

Pg 21,0 4433225 100

Pg 29,0 4433232 100

Pg 36,0 4433240 100

Pg 42,0 4433250 100

Pg 48,0 4433263 100



27Tutte le misure sono in mm. • All measurements are in mm.

PRESSACAVI IN PLASTICA
PLASTIC CABLE GLANDS

Guarnizioni sati block / Gaskets sati block

Guarnizione multiforo
(per pressacavi sati block) - M
Multihole gasket
(for cable gland sati block) - M
In termoplastico vulcanizzato.

In thermoplastic vulcanizate.

Filettatura
Thread

Numero fori
Number holes

Diametro fori
Diameter holes

Codice
Code

Conf. Pz.
Pack. pcs.

M 16 2 4 4433304 50

M 16 3 4 4433306 50

M 16 3 5 4433307 50

M 20 2 5 4433308 50

M 20 3 4 4433310 50

M 20 2 7 4433313 50

M 20 3 6 4433315 50

M 20 4 5 4433316 50

M 25 2 8 4433317 50

M 25 3 7 4433319 50

M 25 4 7 4433321 50

M 25 8 3 4433322 50

M 25 8 4 4433323 50



28 Tutte le misure sono in mm. • All measurements are in mm.

PRESSACAVI IN PLASTICA
PLASTIC CABLE GLANDS

Guarnizione multiforo
(per pressacavi sati block) - PG
Multihole gasket
(for cable gland sati block) - PG
In termoplastico vulcanizzato.

In thermoplastic vulcanizate.

Filettatura
Thread

Numero fori
Number holes

Diametro fori
Diameter holes

Codice
Code

Conf. Pz.
Pack. pcs.

Pg 11,0 2 4 4433304 50

Pg 11,0 3 4 4433306 50

Pg 11,0 3 5 4433307 50

Pg 13,5 2 5 4433308 50

Pg 13,5 3 4 4433310 50

Pg 16,0 2 7 4433313 50

Pg 16,0 3 6 4433315 50

Pg 16,0 4 5 4433316 50

Pg 21,0 2 8 4433317 50

Pg 21,0 3 7 4433319 50

Pg 21,0 4 7 4433321 50

Pg 21,0 8 3 4433322 50

Pg 21,0 8 4 4433323 50

Guarnizioni sati block / Gaskets sati block



29Tutte le misure sono in mm. • All measurements are in mm.

PRESSACAVI IN PLASTICA
PLASTIC CABLE GLANDS

Tappi di protezione sati block / Protection taps sati block

Tappo di protezione - M / PG
Protection tap - M / PG
In poliammide.

In polyamide.

Dimensione
Dimension

Codice
Code

Conf. Pz.
Pack. pcs.

Colore: nero RAL 9005 M 12 x 1,5 / Pg 07,0 4433501 100

Colour: black RAL 9005 M 16 x 1,5 / Pg 09,0 4433502 100

M 16 x 1,5 / Pg 11,0 4433503 100

M 20 x 1,5 / Pg 13,5 4433504 100

M 20 x 1,5 / Pg 16,0 4433505 100

M 25 x 1,5 / Pg 21,0 4433506 100

M 32 x 1,5 / Pg 29,0 4433507 50

M 40 x 1,5 / Pg 36,0 4433508 50

M 50 x 1,5 / Pg 42,0 4433509 25

M 63 x 1,5 / Pg 48,0 4433510 25

Guarnizione chiusa - PG
Closed gasket - PG
In termoplastico vulcanizzato.
Per pressacavo PG, pag. 20.

In thermoplastic vulcanizate.
For PG cable gland, page 20.

Filettatura
Thread

Codice
Code

Conf. Pz.
Pack. pcs.

Pg 07,0 4436507 100

Pg 09,0 4436509 100

Pg 11,0 4436511 100

Pg 13,5 4436513 100

Pg 16,0 4436516 100

Pg 21,0 4436521 100

Pg 29,0 4436529 100

Pg 36,0 4436536 100
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